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BASIC SAFETY RULES

STORAGE INSTRUCTIONS 

FABRICATION ON SITE 

GENERAL NOTES FOR RK7 ROOF SYSTEM 

4

•	The general safety rules are the basic rules that apply to all installers while on the job. Those rules 
do not replace any of the local rules given by any other official in the site

•	Approved construction helmets in good condition shall be standard headgear on all job sites

•	Safety glasses with side shields shall be worn on all job sites

•	Employees shall wear shirts with sleeves, long trousers or overalls on the job sites

•	Wearing canvas shoes, sandals or sneakers are not permitted. Safety toed footwear required

•	Safety harnesses shall be worn and secured for elevated work where no protection is available to 
prevent the worker from falling

•	Tools shall be used only for the purpose for which they are designed

•	All climbing devices shall be checked before usage.  A straight ladder shall be secured at the top.  
A second employee shall secure the ladder at the base

•	Always store the panels in a safe area 

•	Materials have to be in a cool, shaded, dry area that is free from “falling debris”

•	Materials may be stored, for short periods, at temperatures up to, and not exceeding, 40°C / 104°F 
Panels should be stored on a straight, smooth, level surface. A full panel-length layer of plywood is 
recommended under the first sheet of DANPALON 

•	Although DANPALON panels have a protective film on them, care in handling should be taken to 
protect be taken to protect the panels from denting or scratching 

•	The protective film will become difficult, or impossible, to remove if panels are left in direct sunlight 
or excessive heat

•	The panels must be stacked in a way that each panel is supported by the one under it along its full 
length and width, and not higher than 2 meters / 6 feet per stack

•	Panels are to be stacked in the aforementioned manner to avoid denting, folding, or permanent 
deforming

•	DANPALON may be cut to length or width on site ,using a jig saw or a circular saw with a fine tooth 
blade

•	Always blow out dust particles from the inner cells of the panel after field cutting

•	Cover cut ends of panels with a venting tape to keep interior of panel cells clean

•	Allow for expansion and contraction 10mm / 3/8” for each 3 meters / 10 feet of panel. (    T=50°C 
/ 122°F)

•	Remove the protective film from DANPALON immediately upon installation

•	Handle materials with care

•	 Install the panel with the UV protection facing to the sun. Arrows printed, on the side of the DANPALON



FABRICATION ON SITE 

CLEANING INSTRUCTIONS 

GENERAL NOTES FOR RK7 ROOF SYSTEM 
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•	 Install the panel with the UV protection facing to the sun. Arrows printed, on the side of the 
DANPALON show the UV side

•	The ideal way to remove dirt, debris and saw chips before washing is with compressed air or air 
blowers. (Do not spray water into flutes of panels.)

•	Cleaning from time to time is essential. After blowing out debris, wipe down the outside of panel 
with a soft rag or sponge and a mild soap/water solution (e.g. Palmolive dish washing detergent).

•	Do not use scrub brushes as these will scratch panels. Then simply rinse with clear water and dry 
water droplets with a soft cloth or chamois.

Always test the selected cleaning agent and method on a small unobtrusive area 
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•	Don’t create excessive stresses, deformation, twisting, etc. on your installation. Prior to installation 
it is recommended to read DANPAL literature and/or technical personnel be consulted



COMPONENTS LIST

NO CAT NO. ITEM NAME PICTURE

1 76-988614 DL GLAZING BAR 

2 76988616 RK7 CASSETTE INTERNAL COVER

3 76988620 RK7 CASSETTE EXTERNAL COVER 

4 76-988634 DP 12mm LOWER LEG FOR CASSETTE

5 76-988634 DP 12mm UPPER LEG FOR CASSETTE

6 76-988628 DL LEG COVER 

Notes: Items marked with * is for fasenner installatidn dnlyi
Items marked with ** is for aluminum spacer only!  |  all others is for both options.
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COMPONENTS LIST

NO CAT NO. ITEM NAME PICTURE

7 76-988152 U CONNECTOR (40/22) 

8 74-988063 DL CROSSING BAR FASTENER

9 34-919531 DP 612 MC DOUBLE LEG (CLEAR)

10 29-919631 DP 612 MC DPT (CLEAR)

11 74-988064 SS FASTENER FOR RK7 

12 74-988059 RK7 SIDE FASTENER PLATE
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COMPONENTS LIST

NO CAT NO. ITEM NAME PICTURE

13 80-988042 4.8x16 FLAT HEAD

14 55-6000 EPDM SPONGE Sx50 (RK 7)

15 70-935101 U2 CONNECTOR (CLEAR)

16 55-40070 SET END CAP FOR U2 COVER 

17 BY DTHERS ALUMINUM ANGLE PROFILE 38x38xl .6

18 76-988602 RK7 ALUSPACER

Notes: Items marked with * are for fastener installation only!
Items marked with ** is for aluminum spacer only!  |  all others is for both options.
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COMPONENTS LIST

NO CAT NO. ITEM NAME PICTURE

19 80-988056
SELF DRILLING HEX HEAD SCREW WAS-
HER DIN 7504K DIN 75 4K Z.P D6.3xll0 

20 55-40072 RK7 ALUSPACER END CAP SET

21 76-988762 SPACER UNIVERSAL COVER 

22 51-5139
CROSS RECESSED  PAN HEAD TAPPING 
SCREW DIN 7981 C-H A2 D5.5X19

23 70-935701 U CONNECTOR FOR 1040

24 55-4052
SELF DRILLING SCREW HEX HEAD DIN 
7504K 4.Sxl6

25 55-8078
SELF DRILLING SCREW HEX HEAD DIN 
7504 4.8x25
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INSTALLATION

PREPARATIONS

FASTENER OPTION 

Pages 10-18 for roof fastener
Pages 18-28 for aluminum spacer 

SPACER OPTION

1
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There are two options to install RK7:

1.	 Roof SS fastener

2.	 Aluminum spacer

Consult with Danpal to verify which option is appropriate for your project.

1811



INSTALLATION

RK7 DANPAL CASSETTE FOR ROOF
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INSTALLATION MANUAL
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INSTALLATION

RK7 DANPAL CASSETTE FOR ROOF

You can find two main buildings option:
A- Roof surrounded by walls
B - Above openning area on the roof
In this booklet we show only option B. In the last page we intoduce
also option A.

A

B

3
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1.	 Apply PE foam (14) gasket all around the construction perimeter to seal the gap 
between the cassette and the construction
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INSTALLATION

PREPARATIONS

STEP 2

STEP 1

4
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STEP 1: First, snap a line on the lower side of construction in order to align all the 
cassettes on the plane.

STEP 2: Apply PE foam (15) on the perimeter frame
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INSTALLATION

CASSETTES INSTALLATION

THIS SIDE UP AND EXTERNAL

Remove PE protection 
film from panel bottom 
side before you install it!

STICKER

Foam by others

12

12

13

12

14

1

STEP 1

STEP 2

5
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STEP 1: Align the cassette along the sill.

STEP 2: Fasten roof fastener (14). to construction and glazing bar (1)



INSTALLATION

CASSETTES INSTALLATION

Remove protecting 
PE film on lower 
cassette side befor 
installating

Click item No 6 on 
Panel left leg using 
rubber mallet!

Attached and connect 
roof fastener (13) to 
construction

Cut the strips (15) with 
knife here till the roof 
fastener (14)

Connect two screws 
item No. 13 only in the 
lower cassette fastener!

Lower cassette roof 
fastener (11)

25

13

11

25

13

6
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INSTALLATION

CASSETTES INSTALLATION

Rubber malletCLICK!

13

11

7

16

1.	 Connect second cassette same as the first one align and connect roof fasteners

2.	 Connect PC U-connector item No.15 using rubber mallet!

3.	 Attach fasteners

1

2

3



INSTALLATION

ACCESSORIES INSTALLATION

4

13

13

14
13

ATACH THE ROOF 

FASTENER

CONNECT U-CONNECTORS
AND CAP ON UPPR SIDE

13

16

16

1
2

3

8
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1.	 Atach the roof fastener.

2.	 Connect U-connector end cap with the screws.

3.	 Connect U-connectors end cap on upper side.



INSTALLATION

REDUCE THE WIDTH OF THE LAST CASSETTE

1.	 Measure how much you wish to cut

2.	 Cut the aluminum tape

3.	 Remove the covers 2, 3

4.	 Pull parts 1, 4, 5 all together

5.	 Measure and draw a line on the Danpalon panels and cut with saw. remove 
panel shavings and debris. Blow out with air pressure if needed.

6.	 Cut the length of aluminum parts 2, 3 as needed.

7.	 Reassemble the cassette

8.	 In case of insulation inside the cassette cavity cut with sharp knife or scissors.

CUTTING LINE

Stick aluminum tape on 

both sides of PC panel (9) 

and aluminum cover (2)

How to reduce the width 
of the last cassette if is 
necessary

3
2

5
39

2

10

3
2 1

4

9
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INSTALLATION

INSTALL FLASHING LAST CASSETTE

Remove 
protective film

INSTALL FLASHING
(not supplied by Danpal)

INSTALLATION COMPLETED!

10
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INSTALLATION

OPTION A

Remove PE 
protective film

INSTALL FLASHING
(not supplied by Danpal)

INSTALLATION COMPLETED!

11
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INSTALLATION

INSTRUCTIONS FOR RK7 WITH ALUMINUM SPACER

18

12
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INSTALLATION

INSTRUCTIONS FOR RK7 WITH ALUMINUM SPACER

13

1.	 Snap a line along the sill to align cassette and frame with construction framing

2.	 Fasten the end plates on both sides of the spacer

3.	 Drill 6mm hole through the aluminum spacer (18) for the connecting screws (19)

4.	 Fasten the screw through the holes

18

19

22

224
2

3

1
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INSTALLATION

INSTALLATION COMPLETION

14

DANPATHERM RK7  Installation Booklet | Danpal®

STEP 1: Remove the PE protection film from the cassette lower side

STEP 2: Attach the cassette to the spacer and to the lower spacer and plate.

             Be sure the cassetteis is aligned with your string line.

STEP 3: Drill A 6mm / 1/4” holes in part 21 every 500mm / 24”

STEP 4: Fasten item 21 to the spacer with screws (24) as shown below

2124

18

19

24

STEP 1
STEP 2

STEP 3

STEP 4
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INSTALLATION

INSTALLATION COMPLETION

15

1.	 Attach the next spacer to the first cassette and connect with the screws

1

24



INSTALLATION

INSTALLATION COMPLETION

16
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Connect the PC U-connector 
to place with rubber mallet as 
shown below

Place the second
cassette

Fasten the PRE 
ASSEMBLY 20 to 
place on both sides 
of the spacer

23
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INSTALLATION

INSTALLATION COMPLETION

17

Repeat the same procedure with all the cassetts! If you have to reduce the width of the 
last cassette go back to page 8

1.	 Fasten the last cassette with fasteners (12), use screws 13, put 4 screws only on lower 
side to prevent cassette from sliding

REMOVE GUIDING LINE
1

26



INSTALLATION

CASSETTE THERMAL EXPANSION

18
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Take into consideration that thermal expansion of the cassette is about 3mm / 3/8” for

every 6m / 10 feet maximum. It means that the spacer must be longer than the cassette on

upper side of the roof.

For example- if the cassette is 6m / 10 feet long the spacer should be (6x3mm=12mm) / (10’ - 0” + 
3/8”)  longer for thermal expansion.

ROOF UPPER SIDE

Diference in length between the 

cassette and the spacer

27



INSTALLATION

INSTALLATION IS COMPLETED

19
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www.danpal.com

ABOUT THE COMPANY
Innovative light architecture systems for building envelopes

Danpal® are creators of exceptional light-transmitting architectural systems for building 
envelopes, providing optimal solar and thermal comfort.

For over 30 years, our innovative systems have helped architects to transform light (both natural 
and artificial) into a powerful and versatile tool, for architectural creations that are internally and 
externally radiant.

An industry visionary, Danpal® are originators of the Danpalon® translucent panel standing seam 
system - a light architecture solution used around the world in commercial, education, transport, 
health, sports and high-tech projects. 

Today, the company offers complete systems - providing total solutions for the building envelope. 
Danpal® designs, manufactures and distributes an unmatched range of daylighting systems for all 
types of building requirements – from facades, cladding, roofs, skylights, shading, to interior and 
outdoor applications.

Danpal® systems are built around innovative technologies, deep architectural know-how and the  
ever evolving needs of our clients. Operating in five continents, Danpal® inspires architectural 
creativity with its rainbow of light architecture solutions.

Danpal’s range of systems - giving you a complete solution

INTERIORFACADES OUTDOORSKYLIGHTSCLADDING SHADING

OUR FULL SERVICE OFFERING
•	 Project engineers and the sales force in your region will accompany you and follow up your projects, 

from their inception to completion.

•	 Our design office will assist and guide you in the implementation of the most suitable solution for 
your specific needs.

•	 The order processing and preparation service offers customized orders, reinforced packaging, accurate 
labelling and impeccable delivery.

•	 Our support service will promptly respond and assist you in finding solutions for your on-site challenges.

•	 We offer a full material warranty and are committed to meeting our customers’ deadlines.

IDEAL FOR CUSTOMIZED  
AND UNITIZED SOLUTIONS


